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Coach and Wagon wheels
The following is a list showing the prototype feet and inch size with the metric equivalent size
to the nearest millimetre in square brackets.

The sizes indicated in red are the equivalent prototype sizes if the wheel is used on a model
with a scale of 3.5mm : 1ft. (HO) Please note that the sizes in red are an approximation only.

2' 8"    [812mm]      8 spoke wagon (Lowmac).
3' 1"    [940mm]

2' 8"    [812mm]      Mansell coach.
3' 1"    [940mm]

3' 1"    [940mm]      10 spoke wagon.
3' 6"    [1067mm]

3' 1"    [940mm]      3 hole disc wagon.
3' 6"    [1067mm]

3' 1"    [940mm]      8 spoke wagon (10-12 tons).
3' 6"    [1067mm]

3' 1"    [940mm]      8 spoke wagon (6-8 tons).
3' 6"    [1067mm]

3' 1"    [940mm]      disc coach (MK2/MK3 coaches).
3' 6"    [1067mm]

3' 1"    [940mm]      split spoke wagon (narrow).
3' 6"    [1067mm]

3' 1"    [940mm]      split spoke wagon (wide).
3' 6"    [1067mm]

3' 6"    [1067mm]     disc coach.
4' 0"    [1219mm]

3' 6"    [1067mm]     Mansell coach.
4' 0"    [1219mm]


